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Abstract – The optimization of most pesticide and fertilizer 
applications is based on overall grove conditions. In this work we 
propose a measurement system based on a ground laser scanner to 
estimate the volume of the trees and then extrapolate their foliage 
surface in real-time. Tests with pear trees demonstrated that the 
relation between the volume and the foliage can be interpreted as 
linear with a coefficient of correlation (R) of 0.81 and the foliar 
surface can be estimated with an average error less than 5 %. 
 
Keywords – LIDAR, laser ground scanner, agrochemical dose 
control.  
I. INTRODUCTION 
Traditional pesticide and fertilizer application in grove 
treatment are based on uniform application causing 
significant material loss (fig. 1). The measurement of the 
overall grove conditions can be used to optimize the 
application, providing economic benefits for growers and 
reducing pollution in the environment. The measurement of 
tree canopy structural characteristics, such as volume and 
foliage can be carried out by means of several detection 
principles, such as image analysis techniques, stereoscopy 
photography, analysis of the light spectrum, infrared 
thermograph, ultrasonic sensors, and light detection and 
ranging (LIDAR) laser sensors. 
However, image based canopy measurement requires 
elaborated algorithms and huge computational resources to 
operate in real-time. Ultrasonic sensors have been used to 
measure canopy volume for pesticide applications [1, 2, 3, 4] 
although, the divergence angle of the ultrasonic waves limits 
the spatial resolution and the accuracy of the measurements. 
LIDAR is a remote sensing technique based on the 
measurement of the time a laser pulse takes between the 
sensor and a target and has the advantage that the beam can 
be very thin and diverges very little. In recent years, the 
LIDAR has been widely used for the measurement of 
environmental target parameters in forest and agricultural 
characterization. The canopy height [5] and tree height and 
volume [6] were estimated using an airborne LIDAR 
altimeter. Walkate [7] used the LIDAR to study the 
relationship between orchard tree crop structure and 
performance characteristics of an axial fan sprayer with good 
correlation between spray deposit and some measure of the 
foliage density. Tumbo [3] compared the performance of 
ultrasonic and laser sensors for measurement of citrus canopy 
volume obtaining good correlations with manual 
measurements. Recently, Wei [9, 10] used a terrestrial 
LIDAR to measure tree height, width and volume developing 
a set of experiments to evaluate the repeatability and 
accuracy of the measurements, obtaining a coefficient of 
variation of 5.4% and a relative error of 4.4% in the 
estimation of the volume but without real-time capabilities. 




Fig. 1. Pesticide application. 
The pesticide and fertilizer application can be optimized in 
two ways: adjusting the overall dose to guarantee uniform 
application, or having an estimate of the foliar surface of the 
surrounding trees to adequate the application dose. Normally, 
uniform application requires an estimate of the real 
displacement of the application unit and adjusting the overall 
dose. However, in the practice, the uniform dose is 
accomplished fixing a dose and an uniform speed in the 
tractor unit for the entire grove because the tractor has power 
enough to guarantee a certain degree of uniformity in the 
speed in all the application even when using a very simple 
speed control loop. This work is focused on the second 
alternative: the development of a measurement system for 
real-time foliage estimation that could be incorporated to any 
kind of fertilizer or pesticide machine with dose control 
capabilities to adjust the quantity of applied product 
according to the crop characteristics.  
The main hypothesis of this work is that there is a relation 
between the volume and the foliar surface of the trees. With 
this relation, a measurement of the volume of the trees could 
be used to estimate their foliar surface and then optimize 
pesticide and fertilizer application. The fertilizer is usually 
applied directly to the ground and only an overall estimation 
of the entire surrounding foliar surface is enough to control 
the application. The pesticide is usually applied directly to the 
trees (fig. 1) using the same dose for the entire tree and grove 
but application machines normally have the capability to 
change the dose depending on the height. Therefore, it could 
be very useful to have an estimation of the foliar surface at 
different heights. In this work the pear trees grove is the case 
example and the estimation of the foliar surface and the real-
time capabilities are the main improvement related to the 
previous work.  
This paper will be structured as follows; In Section 2 we 
will describe our approach; In Section 3 we will describe the 
experimental results obtained; In section 4 we will discuss the 
results obtained and some improvements. The paper ends 
with the main conclusions and advantages over similar 
works. 
II. MATERIALS AND METHODS 
The method to obtain an estimation of the foliar surface is 
based on the estimation of the volume of the trees. 
A. Tree volume measurement 
Tree volume measurement is obtained using a two 
dimensional LIDAR measurement system [9, 10]. Figure 2 
shows a LIDAR  attached to a tractor unit and figure 3 show 
the schema of the proposed tree foliage measurement system 
composed by the LIDAR measurement system and i) a 
computer for data storage and off-line data processing or ii) a 
dedicated programmable automation controller for real-time 
tree foliage estimation. The LIDAR used is a low-cost 
general-purpose LMS-200 model (Sick, Düsseldorf, 
Germany) [12] (fig. 4), a fully-automatic divergent laser 
scanner based on the measurement of time-of-flight (TOF) 
[13, 14] with an accuracy of ±15 mm in a single shot 
measurement and 5 mm standard deviation in a range up to 8 
m. The time between the transmission and the reception of 
the pulsed near-infrared laser beam is used to measure the 
distance between the scanner and the reflecting object 
surface. The laser beam is deflected by a rotating mirror 
turning at 4500 rpm (75 rps) (fig. 4), which results in a fan-
shaped scan pattern where the maximum scanning angle is 
180º. The angular resolution is selectable at lº, 0.5º, or 0.25º 
making 181, 361 and 400 measures respectively at full 
scanning range with a response time of 13, 26 and 53 ms 
respectively. The LMS-200 has a standard RS232 serial port 
for data transfer with a rate selectable at 9.6, 19.2 or 38.4 
Kbaud and a non-standard RS422 serial port capable of 500 
Kbaud using a specific RS422 card. 
 
Fig. 2. LIDAR attached to a tractor unit. 
 
Fig. 3. Electronic equipment of the tree foliage measurement system. 
 
Fig. 4. Detail of the LMS-200. 
The distance measured by the LMS-200 can be configured 
in three different modes: polar, rectangular, and reflexivity. 
In polar mode the supplied data are composed by a sequence 
of distances. In rectangular mode the data are composed by a 
pair of relative distances [X, Y]. In reflexivity mode the data 
sent are composed by a sequence of the reflexivity measured. 
In all the sequences the first value corresponds to the initial 
measurement angle (normally 0º), the second value 
corresponds to the next angle which depends on the angular 
resolution selected, and so on. Moreover, each mode can be 
operated in single scan (the scan is requested by the control 
unit) or in continuous scan (the operation is started and 
stopped by the control unit) where the LMS-200 operates at 
full speed sending each slice as generated. Additionally, the 
LMS-200 can be configured to average a number of 
consecutive scans for noise reduction and to reduce the 
scanning range. The slices obtained with the LIDAR are used 
to compute the volume of the trees. 
For the proposed application the LIDAR was configured 
for non-averaged single-scan polar distance measurement 
with a range up to 8 m and with an angular resolution of 1º in 
a range of [0º…180º]. The external communication were 
performed through the RS232 serial port at 38.4 kbaud. In the 
development stage the LIDAR was interfaced to a computer 
for data recording and a graphic user interface was developed 
in MatLab (The Mathworks Inc, Natick, Massachusetts) for 
off-line processing and algorithm development. In the final 
test stage the LIDAR was interfaced to a Compact FieldPoint 
programmable automation controller (National Instruments 
Corporation, Austin, Texas) for real-time operation. 
B. Algorithm formulation 
Figures 5 and 6 shows a top and frontal view of the 
scanning scenario composed by a tree row line and a LIDAR 
following a trajectory parallel to the trees where: 
θ = angular resolution of the scans. 
j = beam index into the scan, starting in the vertical 
position. 
i = scan index. 
FTS = forward travel speed of the LIDAR. 
Di = distance between the LIDAR travel line and the tree 
row line for the scan i. 
DT = distance between two parallel rows of trees. 
HS = height of the LIDAR above ground. 
HG = height of grass above ground. 
WT = distance between two consecutive trees in the tree 
row line. 
∆W = distance interval between two consecutive vertical 
scans. 
∆t = time interval between two consecutive vertical 
scans. 
βj = angle between the vertical direction and laser beam j 
(βj = j · θ). 
Lij = distance measured from the LIDAR to the target for 
slice i and beam j. 
LLij = distance from the LIDAR to the vertical plane that 
contains the tree row line. 
Only HS, θ and the structural parameters of the trees DT 























Fig. 6. Frontal view of the scanning scenario. 
The final goal is to find a relation between the volume and 
the foliage surface; therefore both values must be estimated 
or measured. The volume can be estimated using the data 
obtained by the LIDAR but the foliage surface must be 
measured collecting manually the foliage in the tree and 
measuring the total surface using a specialized machine [15]. 
Obviously, this destructive measurement must be done after 
the LIDAR scanning and only for calibration purposes. 
Moreover, a set of different boxes are defined to estimate 
the volume and the foliage surface at different heights. The 
boxes cover a number of trees because, in a normal grove, it 
is impossible to estimate the volume of an individual tree. 
Each box represents the volume and the foliar surface of one 
side of several trees. Figure 7 show an image of a pear tree 
crop and figure 8 shows the data obtained with the LIDAR 
and the boxes defined for calibration. 
 
Fig. 7. Image of a typical pear tree crop. 
 
Fig. 8. LIDAR image of a typical pear tree crop obtained with HS = 
2100 mm, Di = 1470 m, FTS = 0.322 m/s, ∆W = 31 mm. The 
measurement boxes are also plotted. 
The slices provided by the LIDAR can be integrated to 













),( , (1) 
where Sij is the surface between the j and j+1 laser 
measurement in the slice i, k and p are the starting and ending 
travel slices, N the number of measurements in one slice. This 
surface can be computed if the distance to the vertical plane 
that defines the center of the tree row line, Di, and the 
rectangular coordinates [Xij, Yij] of each measurement point, 
Lij, are available. For example, if (Xij ≤ Di) and (Xij+1 ≤ Di): 
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The volume of the tree and the foliar surface are obtained 
for each box. However, depending on the relative location of 
the box and the points Lij and Lij+1 a set of special situations 
appears, all of them must be carefully considered to improve 
the speed of the computation of Sij.  
Finally, figure 9 compares the estimation of the volume 
obtained with the LIDAR and the foliar surface obtained 
manually. The results correspond to five different areas of the 
same scanned grove, in alternate days, obtained with the 
LIDAR and manually defoliated. In each procedure, five 
boxes have been defined with height of [0 900], [900 1500], 
[1500 2100], [2100 2700], [2700 3300] mm relative to the 
ground; the width is always different but at least covering 3 
consecutive trees.  
The relation between the volume and foliar surface shown 
in figure 9 can be extracted with a first (fig. 9-line) and 
second order least squares approximation obtaining a 
coefficient of correlation of 0.81 and 0.86 respectively. In this 
calibration, a large amount of points corresponding to 
different foliage areas of the grove must be used to be 
representative otherwise a coefficient of correlation better 
than 0.96 is obtained in all cases using only one set of data. 
However, a maximum error of 93% is obtained using a linear 
approximation in the estimation of the foliar surface but the 
average error in the estimation is only 16%, small enough to 
allow the use of the proposed measurement system. The 
maximum error is mainly originated in the first level, [0 900] 
mm, because in this area the foliar surface is very small but 
the volume measured is high (fig. 9-circle) due to the trunk of 
the trees. 






















Level 1: 0 / 0.9 m
Level 2: 0.9 / 1.5 m
Level 3: 1.5 / 2.1 m
Level 4: 2.1 / 2.7 m
Level 5: 2.7 / 3.3 m
 
Fig. 9. Relation between volume and foliar surface for pear trees. 
III. EXPERIMENTAL RESULTS 
The experimental evaluation of the proposed measurement 
system is based on the estimation of the foliar surface of a 
part of the grove. To this end, several lines of trees were 
scanned using a LIDAR attached in the back of a tractor unit. 
However, the main drawback is that the manual defoliation of 
the trees is also needed in order to compare the results 
obtained. Therefore, in order to optimize the effort of the 
manual defoliation, the selected areas were scanned several 
times and with different conditions. Additionally, at this 
stage, other important aspects as the height of the grass and 
the distance from the LIDAR to the center of the trees were 
also controlled and fixed to avoid their influence in the 
measurements. 
The data points of the slices obtained with the LIDAR are 
integrated to compute a differential volume associated with 
each slice. This volume is converted in foliar surface using 
the linear relation obtained in the previous section. In normal 
operation, a pesticide machine (fig. 1) is better controlled if 
the estimation of the foliar surface is provided for different 
heights. To this end, the differential volume of the slice can 
be computed between a set of heights defined by the user 
However, for an easy experimental evaluation, the heights 
coincide with the boxes used for defoliation.  
Figure 10 shows an image of the foliar surface estimated 
by the measurement system for five different heights where 
the grey level depicts the instantaneous foliar surface 
estimated for each slice area. Obviously, sprayer or diffuser 
used for the agrochemical application does not used have the 
degree of resolution offered by the measurement system. 
Thus, a sliding window of slices must be averaged depending 
on the real area covered by the applicator. Finally, table I 
shows the relative error obtained in the estimation of the 
foliar surface of a line of trees, evaluated in different days 
















Fig. 10. Estimated absolute foliar surface of a pear tree crop obtained 
with HS =  2100 mm, Di = 1470 m, FTS = 0.322 m/s, ∆W = 31 mm. 
IV. DISCUSSION 
The proposed measurement system is based on the 
hypothesis that all the volume of the trees can be interpreted 
as foliar surface. This hypothesis can be accepted for a 
certain varieties of species but not for the one analyzed in this 
work because of his long trunk. This effect can be observed 
in figure 9 because the data corresponding to the first height, 
[0 0.9] m, has a slope greater than the other points due to his 
high volume and low foliar surface. Probably, this is the 
cause of the poor coefficient of correlation obtained with the 
linear approximation, R= 0.81. The effect of the trunk is 
clearly observed in table I because the foliar surface is over-
estimated in the lower heights whereas is under-estimated in 
the higher heights. 
The best way to avoid the effect of the trunk is to have an 
initial estimation of the volume of the wood of the trees, for 
example, with an initial scanning in winter. However, this 
alternative is too complex because the volume of the trees 
must be measured, stored and precisely geo-referenced to 
allow its posterior compensation, increasing the complexity 
and the computational power needed for a real-time 
measurement system. Alternatively, we propose the following 
approach to compensate the trunk volume: weight the 
estimation of the foliar surface with the average error values 
obtained at different height on table I. Table II shows the 
relative error obtained with the height-weighted estimation. 
The average relative error in the estimation of the foliar 
surface has been reduced in all heights and all have positive 
values with an interesting slightly over-estimation of the 
foliage surface obtained. Figure 11 shows the weights applied 
for the 5 heights used in the analysis and a second order least 
squares analysis to estimate the weights to apply in case of 
using other levels. However, although we have not tested, it 
is supposed that the proposed improvement is dependent on 
the specie and the height of the tree. 
Table  I. Relative error in the estimation of the foliar surface. 
Height 
(m) Case 1 Case 2 Case 3 Case 4 Case 5 Average 
[2.7 3.3] -39 % -4.3 % -32 % -32 % -14 % -26.8 % 
[2.1 2.7] -22 % -25 % -7.1 % -23 % -21 % -25.7 % 
[1.5 2.1] -5.5 % -38 % -12 % 5.8 % -4.1 % -10.4 % 
[0.9 1.5] 6.6 % 8.9 % 9.2 % 0.4 % 8.2 % 7.6 % 
[0 0.9] 48 % 72 % 55 % 22 % 93 % 59.6 % 
[0 3.3] -4.3 % -5.4 % -2.6 % -3.8 % 1.1 % -4.8 % 
Table   II. Relative error for the height-weighted estimation. 
Height 
(m) Case 1 Case 2 Case 3 Case 4 Case 5 Average 
[2.7 3.3] -17 % 30 % -7.7 % -8.5 % 16 % 2.3 % 
[2.1 2.7] 9.1 % 5.0 % 31 % 7.9 % 10 % 6.8 % 
[1.5 2.1] 8.6 % -28 % 0.4 % 21 % 10 % 2.9% 
[0.9 1.5] -0.8 % 1.3 % 1.6 % -6.6 % 0.6 % 0.1 % 
[0 0.9] -6.6 % 8.5 % -2.5 % -22 % 39 % 3.2 % 
[0 3.3] 1.5 % -2.6 % 7.1 % 0.7 % 10.8% 1.9 % 
 
Another important aspect is the procedure to obtain the 
volume of the tree or, more specifically, the procedure to 
compute Sij. In this work Sij is computed using the rectangular 
projection of the data points obtained with the LIDAR, as 
many others authors do [9, 10]. However, the LIDAR 
provides a cylindrical projection of the environment and other 
methods can be used to compute the surface between two 
measurement points of the laser. 
There are two additional problems not covered in this 
work: the grass identification and the localization of the 
center of the tree. The grass identification is very simple 
because the relative height of the LIDAR is a known 
parameter and the height of the grass can be deduced directly 
form some points of the LIDAR slice. Once we have an 
estimation of its height all laser points under this value can be 
discarded for the estimation of the volume of the tree. The 
automatic localization of the center of the tree line is a non 
trivial problem and very important to obtain a good 
calibration, and a good estimation of the foliar surface of 
each side of the tree line in real-time. This problem will be 
analyzed in deep in future works. 





















Fig. 11. Values of the weight applied to correct the foliar surface 
estimation depending on the height. 
V. CONCLUSIONS 
In this work a measurement system based on a LIDAR has 
been proposed and tested for tree foliage estimation. The 
main advantage of the system is its simplicity, allowing the 
use of a compact programmable automation controller as a 
control system instead of a dedicated computer. The foliar 
surface is estimated through the measurement of the volume 
that is computed directly form the slices generated by the 
LIDAR. The main conclusion is that the relation between the 
volume and the foliar surface can be considered linear in 
average with an error less than 5 % in the foliage estimation 
for a complete grove. However, errors up to 93 % can be 
expected when using the volume to estimate the foliar surface 
for different heights if no additional calibration is performed. 
This is a preliminary work and several aspects must be 
studied in deep as the relation between the volume and the 
foliar surface, the needed for a specific calibration depending 
on the species measured, the procedure to compute the 
volume, the procedure to estimate and compensate the trunk 
of the trees, and the procedure to detect the center of the 
trees. However, despite the cited problems, the simplicity of 
the proposed method will allow height-dose control in 
pesticide and fertilizer machines with an average error less 
than 5 % in the foliage estimation for a complete grove, an 
improvement over other works where only the volume or 
density are estimated. Acknowledgment is needed. 
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